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DESIGN & TECHNOLOGY IN STAINLESS STEEL

Propriedades Gerais do A¢o Inox Austenitico
Austenitic Stainless Steel General Properties

Composigéo Quimica (%)
Chemical Composition
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Caracteristicas Gerais

N&o sdo magnéticos.

Apresentam uma estrutura cubica centrada nas faces e excelentes proprie-
dades de tenecidade, ductilidade, resisténcia a corroséo e soldabilidade.
Sao os mais conhecidos e utilizados.

Nao sdo endurecidos por tratamento térmico, mas apenas por deformacéo
a frio ou a quente.

Apresentam uma elevada estabilidade estrutural.

Tabela de Resisténcia a Corrosao
Corrosion Resistance Table

Attack Degree * Grau de Ataque “

Perda de peso

Weight Loss g/m?xh <019 0,1-1,0g >1,0g
Tcknese oo o mmiyear <Oftmm  Oft-1tmm  >14mm
Utilizagao do material BEST* " MALEFIC**
Use of Material BOM REGULAR MAU

Propriedades Gerais do Aluminio
Aluminum General Properties

Composigao Quimica
Chemical Composition

Analise Quimica - Chemical Analysis | Liga 6463

Silicio - Silicon 0.20 - 0.60
Ferro - Iron 0.00-0.15
Cobre - Copper 0.00-0.20
Manganés - Manganese 0.00 - 0.05
Magnésio - Magnesium 0.45-0.90
Zinco - Zinc 0.00 - 0.05
Outos - Others 0.00-0.15

Caracteristicas Mecanicas e Fisicas
Mechanical and Physical Characteristics

Quaidade NS Qua
2 21

Limite Eldstico MIN (Kg/mm?) - Elastic Limit

Carga Rotura MIN (Kg/mm?) - Break Load 52 52
Alongamento MIN (%) - Stretching 40 40
Dureza MAX - Hardness 202 217
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General Characteristics

Not magnetic.

A cubic centered structure and excellent properties of tenacity, ductility,
corrosion resistance and weldability.

Are the best known and used.

There are not hardened by heat treatment, but only by cold or hot forming.

Have high structural stability.

* Material completamente resistente.
Completely resistant material.

** Algum ataque. Material utilizavel em alguns casos.
Some attack. Material usable in some cases.

*** Ataque excessivo. O material ndo deve ser utilizado.
Excessive attack. The material should not be used.

Caracteristicas Mecanicas e Fisicas

Mechanical and Physical Characteristics
Limite Eldstico MIN (Kg/mm’) - Elastic Limit 110
Carga Rotura MIN (Kg/mm ) - Break Load 150
Resisténcia a Tragao (MPa) - Tensile Strength 160-200
Peso especifico (g/cny’) - Specific Heat 2.7/
Condutibilidade Térmica (W/m K) - Thermal conductivity 16
Coeficinte Dilatagdo x10.sm/mK) - Thermal Expansion Coefficient 23,5
Resisténcia ao Fogo - Fire Resistance MO UNE 23-727-90
Temperatura Liquida - Liquid Temperature 654 °C
Temperatura Sélida - Solid Temperature 621 °C
Modulo de Elasticidade (N/mm?) - Elasticity 69
Resisténcia a Corrosao - Corrosion Resistance Muito Boa
Resisténcia Mecanica - Mechanic Resistance Boa



